
05
+ 

N
IS

SA
N

 F
RO

N
TI

ER
/X

TE
RR

A
 2

W
D

/4
W

D
 U

.C
.A

.

*L
EF

T 
SI

D
E 

O
F 

TR
UC

K 
SH

O
W

N
. S

O
M

E 
IT

EM
S 

N
O

T 
SH

O
W

N
 F

O
R 

CL
AR

IT
Y.

*L
EF

T 
SI

D
E 

O
F 

TR
UC

K 
SH

O
W

N
. S

O
M

E 
IT

EM
S 

N
O

T 
SH

O
W

N
 F

O
R 

CL
AR

IT
Y.

IN
ST

A
LL

A
TI

O
N

 IN
ST

RU
C

TI
O

N
S

re
c

o
m

m
e

n
d

s 
p

u
rc

h
a

si
n

g
 t

h
e

 f
a

c
to

ry
 b

o
lt
 

1
2

Th
e

 f
a

c
to

ry
 s

te
e

ri
n

g
 s

h
a

ft
 i
n

te
rf

e
rs

 w
it
h

 

F
A

C
TO

R
Y

 S
P

IN
D

L
E

1
3

D
riv

e
r s

id
e

 o
nl

y:

re
m

o
v
e

 t
h

e
 f

a
c

to
ry

 c
o

n
tr

o
l 
a

rm
. 
If
 t

h
e

 

th
e

 r
e

m
o

v
a

l 
o

f 
th

is
 b

o
lt
. 
D

is
c

o
n

n
e

c
ti
n

g
 

fr
o

m
 N

is
sa

n
.

1
1

b
o

lt
 b

e
c

o
m

e
s 

d
a

m
a

g
e

d
, 

 

th
e

 s
te

e
ri
n

g
 s

h
a

ft
 i
s 

n
e

c
e

ss
a

ry
 i
n

 o
rd

e
r 

to
 

8

Im
p

o
rt

a
nt

 N
o

te
:

O
n

c
e

 t
h

e
 f

a
c

to
ry

 u
p

p
e

r 
c

o
n

tr
o

l 
a

rm
 i
s 

re
m

o
v
e

d
, 
th

e
re

 
a

re
 t

w
o

 r
a

is
e

d
 c

o
n

ta
c

t 
p

o
in

ts
 

in
 e

a
c

h
 p

iv
o

t 
o

n
 t

h
e

 f
ra

m
e

. 
Th

e
se

 m
u

st
 b

e
 g

ro
u

n
d

 o
r 

sa
n

d
e

d
 o

ff
 b

e
fo

re
 i
n

st
a

lla
ti
o

n
 

o
f 

a
rm

.

7

Y
o

u
 m

a
y
 h

a
v
e

 t
o

 g
ri
n

d
 

th
e

 h
a

t 
o

f 
th

e
 b

u
sh

in
g

s 
to

 f
it
/c

le
a

ra
n

c
e

 i
n

to
 t

h
e

 
fa

c
to

ry
 p

o
c

k
e

t.

9

Fa
ilu

re
 to

 fo
llo

w
 th

es
e 

lo
w

er
 sp

ac
er

s a
re

 sp
ec

c.
 

da
m

ag
e 

of
 a

ll 
co

m
po

ne
nt

s.
in

st
ru

ct
io

ns
 w

ill
 re

su
lt 

in
 

IM
PO

RT
AN

T 
N

O
TE

:
D

ur
in

g 
as

se
m

bl
y,

 u
pp

er
 &

 

1
0

U
pp

er
 sp

ac
er

 is
 sh

or
te

r

Lo
w

er
 sp

ac
er

 is
 ta

lle
r



      On some vehicles it may be necessary to trim the upper strut tower to allow clearance for the ball joint. To check, 

pull down the control arm to check if the ball joint can pass the upper strut tower. If not grind the upper strut tower to 

allow for the arm / ball joint to pass the tower. See Photo 11.

Photo 11


